
a) fan type
b) fan efficiency [%]
c) VSD assumed in data
d) Measurement category

e) Efficiency category
f) N fan
g1) Pe [kW]
g2) qv [m³/h]

g3) Δp [Pa]
h1) dual use fan
h2) reversible fan
h3) low noise fan

i) DC voltage lower than 100 V
k) σΒΕΡ
l) fan speed [rpm]
m) specific ratio

j) p) q) significant elements, disassembly and
recycling info on product manual

Model a) b) c) d) e) f) g1) g2) g3) h1) h2) h3) i) k) l) m)
CBG-200-4T-0.5 forward curved centrifugal fan 39.2 VSD not necessary C Static 54.3 0.364 1825 281 No No No No 0.00 1370 1.00

CBG-250-4T-1 IE3 forward curved centrifugal fan 42.5 VSD not necessary C Static 54.0 0.801 3502 350 No No No No 0.00 1420 1.00
CBG-250-4T-1.5 IE3 forward curved centrifugal fan 52.3 VSD not necessary D Total 62.3 1.132 4729 451 No No No No 0.00 1455 1.00
CBG-300-4T-2 IE3 forward curved centrifugal fan 65.7 VSD not necessary D Total 74.1 1.563 6835 541 No No No No 0.00 1440 1.01
CBG-300-4T-3 IE3 forward curved centrifugal fan 58.5 VSD not necessary D Total 66.2 1.854 6633 589 No No No No 0.00 1435 1.01
CBG-350-4T-3 IE3 forward curved centrifugal fan 53.0 VSD not necessary C Static 59.3 2.494 7137 666 No No No No 0.00 1435 1.01
CBG-350-4T-4 IE3 forward curved centrifugal fan 53.3 VSD not necessary C Static 59.5 2.572 6767 730 No No No No 0.00 1440 1.01

CBG-350-4T-5.5 IE3 forward curved centrifugal fan 48.9 VSD not necessary C Static 53.6 3.563 8142 771 No No No No 0.00 1450 1.01
CBG-450-4T-7.5 IE3 forward curved centrifugal fan 51.1 VSD not necessary C Static 54.5 4.763 9446 928 No No No No 0.00 1465 1.01
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